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ACAS CRAFTFILL 

MAIN FEATURES 

- I, 3 OR 5 FILLING HEADS, 900-4500l/h
- ROBUST ST AINLESS STE EL STRUCTURE (AISI 304)
- COMPACT DESIGN - MINIMUM SPACE REQUIRED
- MECHANICAL FILLING - NO POWER NEEDED
- AUTOMA TIC FILLING SEQUENCE, SET & FORGET
- FOR ALL TYPE KEGS WITH A,G,S AND K COUPL.
- ALL PARAMETERS CHANGEABLE
- NO ENERGY CONSUMPTION
- CIP COMPA TIBLE
- PRODUCT DELIVERY TC 2" / 2-3 BAR 
- BUILT CONFORMING TO EC STANDARDS
- SAFETY: NO KEG - NO FILLING
- FIT-TO-FILL CERTIFIED BY KEYKEG/ONECIRCLE
- PA TENT PENDING: "KEG PRESSURE OPERA TED

FILLING VALVE"
- ENGINEERED IN NORWAY

SEMI-AUTOMATIC 
KEGFILLER 

OPTIONS 

- GRAVITY ROLLER CONVEYOR
- CRAFTURN KEG HANDLING CONVEYOR
- KEG UFTING ASSISTING FOR PALLETIZING
- KEGWASHER & CO2 PRESSURE FOR STEELKEGS
- KEG PRE-FLUSH STATION USING CO2/N

TECHNICAL SPEC. 

- ST AINLESS STEEL AISI 304
- PRODUCTION: UP TO 50 KEGS/H. PR. FILLINGHEAD
- PRODUCT DELIVERY TC 2" AT 2 - 3 BAR 
- AIR CONSUMPTION 5NL/H.
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