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Patented Keg pressure operated filling valve

ACAS is a consulting and engineering
company based in Sandefjord, 
Norway. ACAS specializes in design 
and global supply of brewery and 
packaging solutions to the small and 
medium size beverage industry. Our 
latest developement is the CraftFill™
semi-automatic keg filler series for 
one-way, hybrid and steel kegs. The 
filler is approved and endorsed by  
One Circle for their KeyKegs and 
Unikegs applications. The series of
fillers also carry the patented ″ Keg 
pressure operated filling valve ″ 
which assures no faulty kegs being
filled.



The ACAS CraftFill™ keg filler is a semi-automatic mechanical filler aimed for the 
global one-way keg market. The main applications are beer, wine and ready to drink 
cocktails. Our patented “keg pressure operated filling valve” makes sure that no 
faulty kegs are filled. The keg filler completely removes the operator variable when 
filling kegs manually, making sure that every keg is filled correctly. The filling 
operation is stopped automatically when the keg is full. The fillers comes with CIP 
cups and are fully compatible with CIP cleaning operations. 

CraftFill 150 & 50

ACAS CraftFill™

One-Way Keg Filler

• Complies with KeyKegs “FIT-TO-FILL”.

• Fully compatible with all type of bag
technology Kegs using K, G and A type

valves.

• Patented No Keg – No Fill safety function.

• Will not fill a faulty KeyKeg.

• Fully CIP compatible.

• Semi-automatic keg filler requiring
compressed air only for operation.

• Unmatched filling capacity vs. Cost.

CraftFill™



ACAS CraftFill™ “P”

One-Way Keg filler

• Internal purge function for CO2 / N flush of
bags before filling.

• Test shows DO reduction of up to 80%.

• Dedicated purge station.

• Fully compatible with all one-way type Kegs
using bag technology.

• No Keg – No Fill safety function.

• Filler DO pick-up, <15ppb.

The ACAS CraftFill™ P type filler is a pneumatically operated keg filler with all 
sanitary components and no electricity needed. The CraftFill P filler is dedicated to 
bag technology one-way kegs. The keg filler completely removes the operator 
variable when filling kegs manually, making sure that every keg is filled correctly. The 
filling operation is stopped automatically when the keg is full thanks to our patented 
“keg pressure operated filling valve”. The filler comes with CIP cup(s) and are fully 
compatible with CIP cleaning operations. 
The CraftFill 50P/150P/250P has one CO2/N dedicated purging station and 1 or 2 
filling stations. Tests shows DO reduction in bag technology kegs up to 80%. 
DO pick-up in the CraftFill itself is <15ppb

CraftFill 150P

CraftFill™ P

CraftFill 50P



ACAS CraftFill™ “E”

Hybrid/Steel keg filler capability

• Fully compatible with all type of Kegs using
K, G, A and S type valves.

• Patented No Keg – No Fill safety function.

• Will not fill a faulty KeyKeg.

• Fully CIP compatible.

• Semi-automatic keg filler requiring
compressed air and power using flowmeter
and HMI for correct filling.

• Unmatched filling capacity vs. Cost.

The ACAS CraftFill™ E type filler is a semi-automatic Electro pneumatic filler 
aimed for the global keg market. The main applications are beer, wine and ready 
to drink cocktails. The E type filler uses flowmeter and HMI control, and in addition 
to filling one-way kegs it can fill PET hybrid and stainless-steel kegs. Our patented 
“keg pressure operated filling valve” makes sure that no faulty kegs are filled and 
making sure that every keg is filled correctly. The filling operation is stopped 
automatically when the keg is full. The filler comes with CIP cups and are fully 
compatible with CIP cleaning operations. 

CraftFill 250E

CraftFill™ E



CraftFill 50 - Filling one-way kegs w/bag

CraftFill 50P - Flushing bag with CO2/N
- Filling one-way kegs w/bag

CraftFill 50E - Filling one-way kegs w/bag
- Filling PET hybrid kegs
- Filling steel kegs

-----------------------------------------------------------------------------------

CraftFill 150 - Filling one-way kegs w/bag

CraftFill 150P - Flushing bag with CO2/N 
- Filling one-way kegs w/bag

CraftFill 150E - Filling one-way kegs w/bag
- Filling PET hybrid kegs
- Filling steel kegs

-----------------------------------------------------------------------------------

CraftFill 250 - Filling one-way Kegs w/bag

CraftFill 250P - Flushing bag with CO2/N
- Filling one-way kegs w/bag

CraftFill 250E - Filling one-way kegs w/bag
- Filling PET hybrid kegs
- Filling steel kegs

CraftFill™
Keg Filler Range

ACAS CraftFill™ Capacity Table
KeyKegs   Steel/Hybrid kegs 

• CraftFill 50 900l/h

• CraftFill 50P 900l/h 

• CraftFill 50E 800l/h 800l/h

• CraftFill 50PE 800l/h 800l/h 

• CraftFill 150 2.700l/h

• CraftFill 150P 1.800l/h

• CraftFill 150E 2.400l/h 1.600l/h

• CraftFill 150PE 1.600l/h 1.600l/h

• CraftFill 250 4.500l/h

• CraftFill 250P 3.600l/h

• CraftFill 250E 4.000l/h 1.600l/h

• CraftFill 250PE 3.200l/h 1.600l/h

• Following couplings supplied:

K, G, A, S
• All capacities are theoretically calculated and does not take into

consideration handling time inn between individual keg fillings.



• CrafTurn™ Pneumatic operated and
assisted keg handling for easy manual
palletizing.

• Valve disinfection station

• All metal parts AISI 304/316

• Foot operated valve for
cleaning/disinfection of keg valve after
filling.

CraftTurn™

ACAS CraftFill™
Keg handling equipment - CraftTurn™



ACAS CraftFill™ Options:
• CIP system complete. Consists of 2 x 50l

or 2 x 100l tanks (one insulated) with
heat control and sanitary pump for both
hot caustic wash, cold rinse/disinfection
and product supply if needed.

• Air driven product pump, for seamless
product supply to the filler. Works good on
both carbonated and noncarbonated
products.

• Flow meter, verifying correct flow to
maintain capacity when filling Kegs.

• Pressure gauge w/adapter, making sure
you detect any pressure drops in your
product supply.

Options:

Product pump CIP Station

Pressure gauge



CRAFTFILL REFERENCE CUSTOMER

• The brewery To Ol has been our partner in
developing the CraftFill™ at their facility, To Ol
City in Svinninge - Denmark. The Mk1 version of
the CraftFill™ has undergone extensive testing
over a period of 8 months, this led to the final
development of the CraftFill™ 50, 150 and 250.
Both logistical and lab testing proves the
machine to be very functional and sanitary.
During the test period, Mr. Michael Knoth, plant
manager at To Ol, confirms that they have seen
the 150-machine performing at 90kegs/h on 30l
KeyKegs, this converts to a capacity of 2.700l/h.
They are currently using one CraftFill™ 150 for
Cocktail fillings and one CraftFill™ 250 for their
Beers.



CraftFill™
Video’s showing CraftFill systems in operation

CraftFill™ 50

CraftFill 50 at Baadin Brewery, Bodoe – Norway

https://www.youtube.com/shorts/V6UF8SuyXiM

CraftFill 250 at To Ol Brewery, Svinninge – Denmark

https://www.youtube.com/watch?v=KVAV6OK5Mq4

CraftFill 150P at HansaBorg Brewery, Sarpsborg – Norway

https://www.youtube.com/watch?v=MJDPPWoPp2Q

https://www.youtube.com/shorts/V6UF8SuyXiM
https://www.youtube.com/watch?v=KVAV6OK5Mq4
https://www.youtube.com/watch?v=MJDPPWoPp2Q


CraftFill™
Prices and sales terms

CraftFill™50  

CraftFill™50E  

CraftFill™50P  

CraftFill™50PE  

CraftFill™150  

CraftFill™150E  

CraftFill™150P  

CraftFill™150PE 

CraftFill™ 250  

CraftFill™ 250E 

CraftFill™ 250P 

CraftFill™ 250PE 

€ 17.500,00 

€ 23.900,00 

€ 19.700,00 

€ 25.400,00 

€ 29.300,00 

€ 43.700,00 

€ 30.900,00 

€ 38.800,00 

€ 52.200,00 

€ 66.700,00 

€ 54.400,00 

€ 69.200,00 

Capacity is based on theoretical filling time at 2,5bar product pressure with adequate flow. The capacity 
calculated does not include handling time etc. 

All pricing is Net, Excl. VAT and other duties, Excl. packing, Ex. Works Factory, Norway. 
Delivery time: 10-12 weeks. 

CraftFill™ 50P



CraftFill™
CraftFill™ Keg filler Options 

CraftFill 50 CIP Station 2 x 50l complete.  €  8.900,00 

CraftFill 150/250 CIP Station 2 x 100l complete. € 12.900,00 

Sanitary product pump complete. €  5.250,00 

Magnetic flowmeter. €  2.450,00 

Pressure gauge complete w/T-piece. €     495,00 

All pricing is Net, Excl. VAT and other duties. Excl. packing, Ex. Works Factory Norway. 
Delivery time: 8-10 weeks. 

CraftTurn™ Keg handling 

CraftTurn™50 Keg Handling Solution 1m € 4.900,00 

CraftTurn™150 Keg Handling Solution 3m € 7.900,00 

CraftTurn™250 Keg Handling Solution 5m € 9.900,00 

All pricing is Net, Excl. VAT and other duties, Excl. packing, Ex. Works Factory, Norway. 
Delivery time: 8-10 weeks. 

CraftFill™ 250





CraftFill™
Sales terms:

DELIVERY: As stated above from reception of written order, down payment 
received and all technical details agreed upon.  

PAYMENT: 50% at the order by Swift 
50% at the delivery by Swift 

WARRANTY: 24 months from start-up date; anyway not later than 26 
months after shipping date. 

TECHNICAL DOCUMENTATION: 

The definitive supply of the technical documentation 

Final Acceptance Certificate and will include: 
- Complete drawings
- P&ID drawings;
- Use and maintenance manual,

All technical documentation shall be supplied in
English language and in a digital format.

EXCLUSIONS: - Compressed air
- Supply of all auxiliary services
- Supplementary equipment and optional if not included in the

present price
- Civil works for installation of the supplied system
- Transport to final destination
- Local taxes and custom clearance
- Assembling, start up and commissioning
- Everything else not expressly stated in this document.

VALIDITY: 30 days 

CraftFill™ 50 + CraftTurn 50



Thank 
You

Angeltvedt AS
Stokkeveien 51 
N-3160 STOKKE
NORWAY

E-mail: post@acas.no
www.acas.no

mailto:post@acas.no
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