
xFlowCO2 -Automatic Carbonation Systems

Perfect carbonation, each time, every time!

xFlowCO2 carbonationsystems use an electronic flowcontrolsystem
in combinationwith our ultra-highefficiency finebubble injectors for
near-100%mass transfer efficiency.

Inputyourprocess volumeand yourdesired carbonation level, and
xFlowCO2 will accurately inject just the rightamountofCO2 toachieve
perfect carbonation.
Once the requiredamountofCO2 is injected, xFlowCO2 will
automatically shutoffCO2 and soundan alarm.This completely
eliminatesgas wastage and preserves theproductflavorand foam
character thatyouworkso hard toachieve!

Features:
#Significantly improvecarbonationconsistency

#Feed-forward truemolarCO2 injection

#Operate inonce-throughin-lineinjection,orbrighttankbatch
recirculation, or even direct to fillerswithappropriate ancillary
equipmentand interconnects

#Save gas

#Minimize flavor,BUs and foamlosses and ensure yourproductqualityand consistency.

#WiFi enableduser interface-workswithany wifienableddevice witha web-browser

xFlowCO2 comes inthreeconfigurations:FRC, SurgeFRC, andMiniSurgeFRC.

FRC – thestandardFlow Ratio Control-FRC systemcan operateat flowrates between5
gpmandupwards of 75gpmwitha customer-suppliedbeverage pumpforcarbonation in a
single pass tank-to-tanktransferor tank recirculation mode.

SurgeFRC– Carbonate-and-Fillfromdead-flattoup to4 v/vand line speeds up to25 gpm.
Send productdirectly toa filler,withno intermediate tanks! The system employs a small buffer
tank to consistently supply your packaging line in the face of intermittentfiller interruptions.
Just specify howmuchcarbonation youwant and let thesystemgo!
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xFlowCO2FRC



MiniSurgeFRC – Same as the SurgeFRC, butforsmalleroperations:Carbonate-and-Fillat
speeds up to6 gpm.
Deoxygenation

Did you knowourrobustxFlow systems include deoxygenationapplications.
Elevated dissolved oxygenlevels in-processor inpackage damage yourproductand diminishshelf

life.

With xFlow technology,nowyou can banish oxygento levels below 10ppband substantially lower
yourpackage totaloxygenlevels (TPO).

We deliver this performanceat a fractionof the cost compared toalternatives likemembrane
technology that require TLC orenergy intensive thermal/vacuumdesorptiontechnologies.

Don't letuncontrolledDO/TPO levels threaten the quality ofyourproduct that youwork so hard to
produce!
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Technical Specifications:

FRC Surge-FRC MiniSurge-FRC

Liquid Flow
rates, gpm (hL/h)

5-75gpm (11-170 hL/h)
(no pumpincluded)

0-26.4gpm (0-60hL/h)
Std. (no pumpincluded)
Opt 5-50gpm(11-114
hL/h)

0-6.6gpm(0-15hL/h) (no
pumpincluded)

Power
110V ac 1A
220V ac 0.5A;
24V dc 3A

110V ac 1A
220V ac 0.5A;
24V dc 3A

110V ac 1A
220V ac 0.5A;
24V dc 3A

Required
Beverage
Pump Pressure

75psi /5.2 bar 75psi /5.2 bar* 75psi/5.2 bar*

BeveragePump IncludedBeveragePump Included
Liquid
Connections 2” /2” sanitary 1” /1½” sanitary 1” /1½” sanitary

Gas Supply
Requirements

130psig (9 bar) min
Upto 15scfm (0.8
Nm3/min)

130psig (9 bar) min
Upto 15scfm (0.8
Nm3/min)

130psig (9 bar) min
Upto 4 scfm (0.2 Nm3/min)

Gas Inlet 1” sanitary 1” sanitary 1” sanitary

OperatingModes Inline; Once-through;
Recirculation

Inline; Once-through;
Recirculation; Direct-to-
filler

Inline; Once-through;
Recirculation; Direct-to-filler

Clean-In-Place
Standard chemicals.
Max temperature
212°F /100° C
(powered off)

Standard chemicals.
Max temperature
212°F /100° C
(powered off)

Standard chemicals.Max
temperature 212°F /100° C
(powered off)

Dimensions &
Weight

27”W x27”D x65”H
(685 x685x1655mm)
75 lb (35 kg)

48”W x48”D x80”H
(760 x600x760mm)
480 lb (220 kg)

30”W x24”D x68”H (711x
457x1524mm)170lb (78
kg)

* Pump Start/Stop signal (dry contact relay) will need tobe connected for fullyautomaticoperation

The deox options are included, as with including inline nitrogenation!

For Europe, please contact ourdistributorat info@breweryninjas.com
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